Notice No.1 


Rules for the 
Winterisation of Ships, July 2020 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. 
Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2021 


IACS/IMO 
Amendments to Effective date implementation 


(if applicable) 
Chapter 1, Sections 1, 2,3,5&7 Corrigenda N/A 
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Chapter 1 
Rules for the Winterisation of Ships 


E Section 1 
General 
1.1 Scope 


1.1.2 EOnpleire with these Puen] is zapina and n requirements ar are additional to e > applicable i in other Parts and Chapters 
of the Rules and Regulations for 
the E T) of enn. 


All instances of ‘Rules for Ships’ have been amended to read ‘Rules and Regulations for the Classification of Ships’ throughout this 
Ruleset. 


m Section 2 
Materials for hull construction at low temperatures - Winterisation H 


2.1 Hull construction materials 


2.1.1 The requirements in Ch 1, 2.1 Hull construction materials 2.1.2 are to provide steel grades with suitable notch toughness 
based on the thickness of the material and tne location of the material. See Ch 3 Rolled Steel Plates, Strip, Sections and Bars of the 

' A referred to-as_the Rules for Materials} Rules for the 
AE EE and E of TERE, for the properties and testing of steel grades. 


All instances of ‘Rules for Materials’ have been amended to read ‘Rules for the Manufacture, Testing and Certification of Materials’ 
throughout this Ruleset. 


E Section 3 
Materials for equipment and components at low temperatures - Winterisation M 


3.4 Plating 


3.4.2 Table 1.2.2 Materials for Class |, Table 1.2.3 Materials for Class I] and Table 1.2.4 Materials for Class III are to be used for 
determining the material grades for steel plates, strips, sections and bars used in machinery and systems components. 


3.4.3. The following is to be used for determining material certification for steel plates, strips, sections and bars used in machinery 
and systems components: 
Class Il Manufacturer’s certificate 
This is to be in accordance with Ch 1, 3.1 General 3.1.3(c) of the Rutesfer- Materials Rules for the 
Manufacture, Testing and Certification of Materials. 
Class Ill LR Certificate or Manufacturer’s certificate validated by LR 
This is to be in accordance with Ch 1, 3.1 General 3.1.3(a) or Ch 1, 3.1 General 3.1.3(b) of the Rutestor 
Materials Rules for the Manufacture, Testing and Certification of Materials, as appropriate 


3.5 Piping, valves and fittings 


3.5.1 Table 1.3.2 Chary testing temperature (oC) for Class 1, Table 1.3.3 Charpy testing temperature for (°C) for Class II and 
Table 1.3.4 Charpy testing temperature (°C) for Class Ill are to be used for determining the Charpy testing temperature for steel 
piping, valves and fittings used in machinery and systems components, in association with Pt 5, Ch 12 Piping Design Requirements 
of the Rules fer Ships Rules and Regulations for the Classification of Ships. An alternative for Class I, steel may be to a national or 
international Standard showing equivalence to the Rules-fer-Materials Rules for the Manufacture, Testing and Certification of 
Materials. 


3.5.2 For the application of Table 1.3.2 Charpy testing temperature (oC) for Class | to Table 1.3.4 Charpy testing temperature 
(oC) for Class III, the material classes as given in Pt 5, Ch 12 Piping Design Requirements are to be reversed, e.g. Class Ill is to be 
taken as Class I. 


3.5.4 The following is to be used for determining the material certification for steel piping, valves and fittings used in machinery 
and systems components, in association with Pt 5, Ch 12 Piping Design Requirements: 


Class I - Manufacturer’s certificate 
This is to be in accordance with Ch 1, 3.1 General 3.1.3(c) of the Rulesfer-Materials Rules for the Manufacture, Testing and 
Certification of Materials. 


Classes II and Ill - LR Certificate or Manufacturer’s certificate validated by LR 
This is to be in accordance with Ch 1, 3.1 General 3.1.3(a) or Ch 1, 3.1 General 3.1.3(b) of the Rulesfor Materials Rules for the 
Manufacture, Testing and Certification of Materials, as appropriate. 


E Section 5 
Materials for equipment and components at low temperatures - Winterisation M 


5.5 Winterisation of anchoring/mooring equipment and deck cranes 


5.5.9 Means are to be provided for habitable working conditions in crane cabs, where fitted, by providing internal space heating 
arrangements. Cab windows are to be provided with heating arrangements to protect from the build up of ice, see Gh4-3.3 Equipment 
ane-components-3.34 Ch 1, 5.8 Winterisation of spaces/compartments 5.8.3. Ice removal measures are to be provided against icing. 
Window wiper operating devices are to be arranged inside the cab or to be provided with heating arrangements. 


5.5.11 Material grades for lifting appliances are to be in accordance with the LR’s Gede~or—LiftingAppliances-in-a-Marine 
Environment Code for Lifting Appliances in a Marine Environment. 


m Section 7 
Equipment and systems - Winterisation A 


7.6 Winterisation of tanks 


7.6.1 In conjunction with Ch 1, 5.10 Winterisation of tanks 5.10.2, the tank heating is to be considered an essential service. 
Electrical arrangements are to be duplicated such that a failure will not result in the loss of the ability to provide heating required for 
safety of the ship, see Pt 6, Ch 2, 5 Supply and distribution of the Rutesfer-Ships Rules and Regulations for the Classification of 
Ships. Where a power-driven power-driven motor pump is provided for transferring the heating medium, a standby pump is to be 
provided and connected for ready use or, alternatively, emergency connections may be made to one of the unit pumps or another 
suitable power driven pump. 
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